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(57) Abstract: The invention relates to a method and a device for producing and/or adjusting an electromagnetically controllable 
actuator that is suitable for regulating the flow of a fluid, said actuator comprising an electromechanical arrangement that can be 
controlled by means of an excitation coil (9) and has a mobile armature (6). The electromechanical arrangement acts mechanically 
on a valve actuation device for opening and closing the actuator. Said valve actuation device comprises at least one closing element 
(5), a resetting element (27) for opening or closing the closing element when the excitation coil is not excited, and a valve seat (4) 
in which the closing element for opening or closing the actuator engages. According to the invention, at least one electromagnetic 
characteristic of the actuator is measured, and the measured electromagnetic characteristic itself or a variable derived therefrom is 
used as an actual value for the regulation of an adjustment variable. Said adjustment variable is directly used to produce or adjust 
the actuator. 
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(57) Zusammenfassung: Verfahren und Vorrichtung zur Herstellung und/oder Justage eines elektromagnetisch ansteuerbaren Stell- 
gerats, welches zum Regeln des Durchflusses eines Fluids geeignet ist, wobei das Stellgerat eine elektromechanische Anordnung 
umfasst, die mittels einer Erregerspule (9) ansteuerbar ist, und diese zumindest einen beweglichem Anker (6) aufweist, und wobei 
die elektromechanische Anordnung mechanisch auf eine Ventilbetatigungseinrichtung zum Offnen und Schliessen des Stellgerats 
einwirkt, wobei die Ventilbetatigungseinrichtung zumindest ein Schliesselement (5), ein Ruckstellelement (27) zum Offnen oder 
Schliessen des Schliesselements bei nicht erregter Erregerspule und einen Ventilsitz (4) umfasst, in den das Schliesselement zum 
Offnen oder Schliessen des Stellgerats eingreift, und wonach zumindest eine elektromagnetische Eigenschaft des Stellgerats gemes- 
sen wird und die gemessene elektromagnetische Eigenschaft selbst oder eine daraus abgeleitete Grosse als Istwert fur eine Regelung 
einer Einstellgrosse verwendet wird, und diese Einstellgrosse direkt zur Herstellung oder Justage des Stellgerats herangezogen wird. 



